(1D CONTRACTOR SHALL INSTALL BEND TO ACHIEVE 7.5’ BURY,
BEND SHALL NOT EXCEED 45°, ALL FITTINGS WILL BE PAID
AS PER UNIT PRICE.

CONSULT
SPECIFICATION FOR
ADDITIONAL
INFORMATION

3/4” PVC -
TUBING S

PROPOSED —
FINISHED GRADE

UNLESS OTHERWISE
INDICATED ON PLANS

BACK OF CURB

ATTACH TRACER
WIRE TO NOZZLE
SECTION WITH
BRACKET.

12 AWG TRACER
WIRE WRAP AROUND
LOWER STAND PIPE

(FOR PVC

\\//
6” VALVE AND BOX

WATERMAIN) \\\\\

PLACE 2 LAYERS OF
8 MIL POLY OVER
MINIMUM 1/2 C.Y. WIRE TO MAIN

CONNECT TRACER

7°—6" MINIMUM COVER

OF 1” CLEAN LINE WIRE
WASHED ROCK (SEE SPECS)

/H/YDRANT >

LEAD PIPE

18" x 18" x 57 -
CONCRETE BASE =~ LOWERED
RETAINER GLAND WATERMAIN

HYDRANT INSTALLATION Piate No. ws-2
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